
 

 

Frontier Advanced Digital - TIMER TM-619 -2  

OPERATING FEATURE: 

AIS Water’s programmable timer allows precise control with up to four ON/OFF schedules every 
day. It has a battery backup to maintain settings and keep the clock running during power outages 
or off-peak power (tariff) installations. 

FRONT PANEL ELEMENTS: 

 

  

  

  

 

 

 

 

 

 

 

1. Digital Screen. Screen elements for clearer understanding of timer functionality: 

 

2. Manual:  
• To select “ON, AUTO or OFF”.  

3. CLOCK: To adjust current Day and Time 
4. TIMER: Programs review & setting programs  
5. DAY: To adjust day of week 
6. HOUR: To adjust hour  
7. MIN: To adjust minute  
8. RESET       : Reset timer’s settings  
9. LED: To indicate ON/OFF status. 
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OPERATION MODES: 

There are three operating modes: Timer-ON, Timer-AUTO, Timer-OFF which can be selected by 
pressing the MANUAL button. When the manual button is pressed, observe that the program 
indicator (__) on the screen move upon the words ON/AUTO/OFF: 

• Mode ON: When the indicator is upon ON the output turn on immediately and keep this status 
while in ON mode. 

• Mode OFF: When the indicator is upon OFF the output turn off immediately and keep this status 
while in OFF mode. 

• Mode AUTO: When the program indicator is upon AUTO the output turns on and turn off based 
on the programs.  

When the timer isn’t powered, it turns off the output permanently. 

         CONDITION:  

         (Timer program indicator in Auto) + (Chlorinator Rocker switch selected in timer function) 

 

 

 

 

 

 

PRGRAMING THE TIMER:  

First, using a small, pointed object, push the reset button to clear all settings.  

 

1. SETTING THE DAY/HOUR/MINUTE 

 Press and hold the clock button, and simultaneously press: 

 • DAY: To set the day of week.  
• HOUR: To set the current hour.  
• MIN: To set the current minutes. 
 
Release the CLOCK button to set the clock. 

The terms MO, TU, WE, TH, FR, SA and SU correspond to the weekdays:  

 

HINT: Holding in the DAY, HOUR and MIN buttons will scroll options at a faster rate. 

 

 



 

 

 

2. PRGRAMING THE TIMER ON/OFF CYCLES: 
 

1. Press the TIMER button to access and configure the ON/OFF programs.  
LCD screen shall show      
 

Press Hour and Min respectively to set the desire hour and minute for the start of the first 
cycle 1-ON. 

After finished setting of 1-ON Hour and min, press the TIMER key again to continue to the 
next option, which is the end of the first event. LCD screen shall show: 

 

Press Hour, Min respectively to set desire hour and minute for the end of the first cycle 1-OFF. 

Note that the timer has 15 combinations of daily programs to any application demand: 

 

By default, the timer is set to the Daily Program No.1 which turns ON and OFF at the same 
time every day of the week (                                                                 ) as shows in the next image. 

 

  

 

 

Therefore, don't need to press the DAY button during the programming. If you've already 
pressed it and modified the daily program, press the DAY button repeatedly (up to 15 times) 
or until the program option is back to the desired days of the week. (restore the original 
program No1). 

2. When finished setting 1ON - 1OFF, press the timer key again to continue to the next 
option, which is the SECOND event if needed it… LCD screen shall show:  

 



 

Repeat programming procedure above to adjust the desired number of ON/OFF events set for 
demand of practical application, ensure the OFF timer (1-OFF) is set after the ON (1-ON) time 
(recommended no more than 4 hours continues).  

There are 16 available program events that can be used as ON/OFF cycles throughout the day. 
AIS recommends using at least the first two cycles to run the system with an On/Off schedule, 
ensuring a break - One cycle in the morning and another in the afternoon… 

 

 
➢ At any time, you can delete the program by depressing the TIMER key for five seconds. 

 
After completing the program settings press the CLOCK button. (This action will save the 
programming and return the display to the clock screen). The timer will then begin executing the 
programs at the next scheduled event. These programs will be used by the timer when the 
program indicator mode selected remain in AUTO.  
 

❖ Ensure the OFF timer is set after the ON timer set to avoid the timer running 
continuously ON. 

 
Warning:  Failure to configure a corresponding OFF cycle after setting an ON cycle will result 
in continuous operation ON, leading to potential overheating and damage. Such damage will 
not be covered under warranty. Ensure both ON and OFF cycles are properly configured to 
avoid system failure. 

 

BATTERY  

The timer uses a CR-2032 battery to keep time and settings during power outages. When the 
battery is low, a message will appear on the screen indicating (bA:Lo) “battery low” it needs to 
be replaced. The battery's estimated lifespan is 2 years, and it is considered as a consumable 
item, not covered under warranty. 

 

How to replace batteries: 

 

Figure 1- The front and the back sight of Timer 




